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In case of modernization work this information refers to the status after modernization! 

 

        
 

Customer data 

 

Customer 
 

Project name 
 

Contact person 
 

Comm. no. 
 

Phone no. 
 

 Order no. 
 

Email address 
 

Desired date 
 

Delivery address 
 

Remark 
 

  
 
 

System data 

 

  

 
 

 
 VVVF controlled

 

Unregulated
 

SoftstarterSoftstarter

 

VVVV-controlledVVVV-controlled

 

Delta/StarDelta/Star

 

 

Machine room        
   

lateral
 

Machine   Shaft headerShaft header
 

Shaft pitShaft pit
 

   

Travel height 

 

m  No. of stops 
 

Execution according to 

Rated cabin speed 

 

m/s  No. of cabin doors 

  
 

A3
 

Capacity 

 

kg  Group control
 

 
 

Suspension 

 

  Group lift 
 

of 
 

Other

 
 

          
          

Remark 
 

  
 
 

Mains 

 

Mains voltage 

 

V N-line

 

Fuse 

 

A 

 
 

Cabin light 

 

V N-line

 

Fuse 

 

A Earth-leakage-circuit-
 

Shaft light 

 

V N-line

 

Fuse 

 

A      breaker (ELCB)  

Safety circuit 

 

V 
  

with transformer
 

Building-sided sub-distribution with main fuse

 

Main fuse in sub-distribution

 

 

Remark 
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Drive technology 

 

Traction drive 
 

Rated power 

 

kW Brake overexc.
 

Add. brake
 

external fan
 

Rated voltage 

 

V 

 

V 

 

V 

 

V 

 

V 

Rated current 

 

A 

 

A 

 

A 

 

A 

 

A 

   
 

 

  
 

 
  

 

Motor encoder 
   

 
   

 

Hydraulic drive Aggregate 
 

   

   Regulate aggregate
 

Valves 
 

A3 valve
 

Rated power 

 

kW 
 

kW 

 

V 

 

V 

Rated voltage 

 

V 
 

V 

 

A 

 

A 

Rated current 

 

A 
 

A 
 

 
  

 

 Oil cooler
 

 

V 

 

A 
  

 

 Oil heating
 

 

V 

 

A 
 

 

 

 Holding device
 

 

V 

 

A 
 

 

 

       

Motor delayed off

 

Valve delayed off
 

Stop valve
 

Overload device on aggregate
 

Switch for minimum pressure bypass
 

 Control card provided
 

   
VVVF inverter 
Softstarter 

Type 
 

Brake control with VVVF
 

ext. installation
 

integr. contactors
 

Provision
 

    

Remark 
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Doors 

 

Landing doors Manufact./Type 
 

Height 

 

mm 

 
 

 

manually operated

 Retiring-cam/-motor 

 

V 

 

A 
  

 Separate retiring cam control
 

  

Remark 
 

  
  

Cabin door(s) Door control dev. 
  

V 
  

Light-barrier/-curtain 
  

V 
  

Door control 

 
 

Automatic door(s)
 

 Button "Open"

 

Butt. "Close"

 

Reversal contact

 

Nudging
 

 Through load.

 

Vestibule monitoring
 

(Final) limit switch
 

Remark 
 

  
 
 

Control cabinet 

 

  

Height x Width  x Depth [mm] 

  

x 

 

x 

 

 
 

SocketSocket

  

mm  

Cabinet door(s) 
  

 Protection class IP 
 

Door stop 
  

Distance from shaft: 

 

m 

 

Door fixtures Main switch
 

Emergency control unit

 

Shaft light
 

 Control & light I/O
 

Level display
 

Bypass minimum pressure
 

Remark 
 

 

Cabinet fixtures NH load disconnection

 

Main fuse
 

Phase monitoring
 

 Plug socket
 

Fan
 

additional travel counter
 

 Cabinet light via
   

 Shaft light via

 
  

 Machine room thermostat
 

 Operation hour counter
 

 Flexible emergency operation device
 

Level display
 

 UPS

 

(when a power failure occurs a load-dependent evacuation will be started in an adjacent station) 

Remark 
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Control 

   

 
Call/Send control

 
Penthouse control

 

Control functions 

Relevelling
 

Pre-opening door(s)
 

Slowdown control circuit
 

Remote switch-off controller/light

 

Emergency power
 

Emergency power cascade
 

Fire evacuation
 

Emergency call missure
 

Brake control monitoring
 

Parking landing

 
 

Emergency call forwarding
 

Control minimum pressure mon.
 

Overnight shutdown
 

Arrival gong on cabin
 

 

Remote trip overspeed governor
 

 

V 
  

 

Remote reset overspeed governor
  

V 
  

 

without drive contactors
 

UCM according to EN 81-A3
 

Remark 
 

      
      

Load monitoring dev. 
  

V  

 
  

 Overload
 

Full load
 

No load

 Remark 
 

 

Notifications on potential-free contacts 

Collective alert

 

Out of order
 

Alarm
 

Emergency call
 

Emergency power
 

Fire evacuation
 

Emergency call misuse

  

Option 1Option 1
 

 

Remark 
 

 

Miscellaneous 

Alarm button on cabin
 

under cabin
 

in shaft
 

Flexible inspection travel device on cabin
 

  

Fire evacuation
 

Sec. fire evacuation landings

 
 

 

Emergency call system 
 

Intercom system 
 

 

Special functions 
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Switches and contacts Shaft Cabin Machine room 

Final limit switch up/down 
  

 
- 

Inspection limit switch up/down 
  

- 

Overspeed governor 
   

Switch for overspeed governor tension weight 
 

- - 

Slack rope switch 
  

- 

Buffer switch under counterweight 
 

- - 

Buffer switch under cabin 
  

- 

Burst pipe protection 
 

- - 

Roof access hatch - 
 

- 

Emergency stop in pit 
 

- - 

Folding railing - 
 

- 

Contact mat - 
 

- 

Folding support under counterweight 
 

- - 

Folding support under cabin 
 

- - 

Telescope apron under cabin - 
 

- 

Emergency stop machine - - 
 

Landing door monitor Number of doors 
  

- - 

 
   

Remark 
 

 
 
 

Shaft 

 

 Door 1 Door 2 Floor distance Description Group A B C D 

Shaft header   
 

mm       

Stop 32 
   

mm 
 

 
  

  

Stop 31 
   

mm 
 

 
  

  

Stop 30 
   

mm 
 

 
  

  

Stop 29 
   

mm 
 

 
  

  

Stop 28 
   

mm 
 

 
  

  

Stop 27 
   

mm 
 

 
  

  

Stop 26 
   

mm 
 

 
  

  

Stop 25 
   

mm 
 

 
  

  

Stop 24 
   

mm 
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 Door 1 Door 2 Floor distance Description Group A B C D 

Stop 23 
   

mm 
 

 
  

  

Stop 22 
   

mm 
 

 
  

  

Stop 21 
   

mm 
 

 
  

  

Stop 20 
   

mm 
 

 
  

  

Stop 19 
   

mm 
 

 
  

  

Stop 18 
   

mm 
 

 
  

  

Stop 17 
   

mm 
 

 
  

  

Stop 16 
   

mm 
 

 
    

Stop 15 
   

mm 
 

 
    

Stop 14 
   

mm 
 

 
    

Stop 13 
   

mm 
 

 
    

Stop 12 
   

mm 
 

 
    

Stop 11 
   

mm 
 

 
    

Stop 10 
   

mm 
 

 
    

Stop 9 
   

mm 
 

 
    

Stop 8 
   

mm 
 

 
    

Stop 7 
   

mm 
 

 
    

Stop 6 
   

mm 
 

 
    

Stop 5 
   

mm 
 

 
    

Stop 4 
   

mm 
 

 
    

Stop 3 
   

mm 
 

 
    

Stop 2 
   

mm 
 

 
    

Stop 1 
   

mm 
 

 
    

Shaft pit   
 

mm       

 

Remark 
 

 
 
Hint: 
 
Should the distance between some stops be smaller than the sum of the door zone length and the safety distance 
(e.g. 10cm) a technical examination is mandatory required to preparing a quotation. The use of a light curtain or 
levelling with pre-opening doors cannot be guaranteed under certain circumstances.
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Signalization COP / LOP 

 

Cabin operation panel Provision

 

Manufacturer 

 
 

 
Height [mm] x Width [mm] 

 
x 

 

 
 

Height [mm] x Width [mm] 
 

x 
 

 Console tableau
 

Width [mm] x Depth [mm] 
 

x 
 

 according EN 81-70
 

Protection class IP   

 

 
 

 

Button "Door open"
 

Button "Door closed"
 

Switch emergency stop

 

Voice output
 

Out of order
 

Continued travel display

 

Indicator via cabin

 

Cabin gong
 

Firemen service
 

Fire evacuation
 

Key switch for priority
 

Direction indicator
 

Fan

 

OverrunOverrun

 

Special trip display
 

Full load display
 

Overload display
 

Key switch for stops/floors

 
 

Reset

 

(Reset of the light curtain when activated by the emergency switch) 

Labelling Capacity 
 

Persons 
 

Year of 
construction  

 Manufact. 
 

Serial no. 
 

Modernized 
 

  

Remark 
 

  
  

Landing operation panel Provision

 

Manufacturer 

 
 

 
 

with wall boxwith wall box
 

 Tableau
 

Height [mm] x Width [mm] 
 

x 
 

 Fire tableau

 

Height [mm] x Width [mm] 
 

x 
 

Landing gong
 

according EN 81-70
 

Protection class IP 

 

with company logo
 

Key switch for priority

 

Stop(s) 
 

Controller ON/OFF
 

Key switch for fire activation
 

Stop(s) 
 

Firefighter
 

Display Floor indicator

 

Stop(s) 
 

 

 Continued Travel
 

Fire
 

Firefighter
 

 Out of order
 

Elevator here
 

 

 Confirmation call
 

as occupied display
 

 

 Floor indicator over shaft doors

 

Height [mm] x Width [mm] 
 

x 
 

 Fire description: Do not use elevator in case of fire!
 

Luminous 
field 

Continued travel

 

Travel direction
 

Out of order
 

Elevator arrives

 

Elev. occupied

  

Remark 
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Accessories/Miscellaneous 

 

Cable trunking mach. room

 

non-halogennon-halogen
 

Shaft light
 

Bluetooth module
 

Cable trunking shaft

 

non-halogennon-halogen
 

Encoder set M

 
 

Shaft encoder set
 

Non-halogen wiring
  

Option 1Option 1
 

 

Option 2Option 2
 

 

Remark 
 

  
 
 

On-site conditions 

 

Distances 

Controller – Shaft break through  
 

m Controller – VVVF inverter 
 

m 

Controller – Shaft header 
 

m Controller – Overspeed governor  
 

m 

Controller – Shaft pit 
 

m Controller – Main switch  
 

m 

Controller – Machine  
 

m VVVF inverter – Machine  
 

m 

 

Remark 
 

  
 
 
 
Legal notices: 
 
The scope of services for all offered components refers to relevant valid documentations and specific 
characteristics which are attached to the offer or which can be made available on request. 
 
We reserve the right for postponement and additional charge (based on an offer) for missing or late receipt of 
information which has influence on scope of service and project lead time. 
 
Malfunctions as a result of subsequent modifications after delivery or as a result of testable characteristics only 
visible on site do not justify the customer for improvement within the scope of warranty. 
 
The customer is exclusively responsible to check the conformity with existing service specifications. 
 
For all deliveries and services apply only our general business conditions which we will make available on request. 
 
 
 
 
 

Internal notation 

 

RST contact person 
 

AB-Number 
 

Remark 
 

  
 


